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HALF CELL MONO
PAN057  |  PAN057P

144 CELL M10 MBB MONO PERC

21.3% MAXIMUM EFFICIENCY

0 TO +5W POSITIVE POWER TOLERANCE

FEATURES & BENEFITS

•	 Higher output of power
•	 For environment for future
•	 Optimise the temperature coefficient
•	 Reduce equipment & material cost

DIMENSIONS OF PV MODULE

M10 HALF CELL MONO 550W



PANELS  |  MONO SOLAR PANEL

JES Mono Solar Panel 550W
Product Code PAN057

ELECTRICAL DATA PW-72M550HM10

STC NOCT
Maximum power -Pmax (W) 550 409.33

Maximum power voltage-Vmpp (V) 40.99 38.14

Maximum power current- Impp (A) 14.42 10.73

Open circuit voltage-Voc (V) 49.65 46.87

Short circuit current-Isc (A) 14.13 11.41

Tolerance (W) 0 - +5

Module efficiency nm (%) 21.3

MECHANICAL DATA
Solar cells MBB Mono PERC 182 x 91 mm

Cell orientation 144 cells (6 x 24)

Module dimensions 2278 x 1133 x 35 mm

Weight 28 kg

Glass High transparency, Anti-reflective, AR coated and heat tempered solar glass – 3.2 mm

Backsheet White

Frame Silver anodized aluminium alloy (black available)

J-Box IP 68 rated

Cables Photovoltaic technology cable 4.0mm2, 350mm (customized available)

Connector EVO2 or EVO Compatible

TEMPERATURE RATINGS
Nominal operating cell temperature (NOCT) 45 ±2 °C

Temperature coefficient of Pmax -0.348%/C

Temperature coefficient of Voc -0.282%/C

Temperature coefficient of Isc +0.05%/C

MAXIMUM RATING
Operation temperature -40 to +85 °C

Maximum system voltage 1500V DC

Max series fuse rating 25A

Maximum load 5400pa

Wind load 2400pa

**PAN057P - JES 550W Mono Solar Panel - per pallet

LINEAR PERFORMANCE WARRANTY
12 Year Product Warranty | 30 Year Linear Power Warranty


